
E2Z0-LD1-CPE

Item Before change After change
Finished products which are inner packaging bags are stored at 
warehouse.This packaging process is done in the production 
process. 
When a fraction occurred, we performe Lot mixturing to reach 
the maximum packaging quantity.(Manual work)
In this case mixturing number is 3 lots or less.

Finished products which are inner packaging bags are stored at 
warehouse.This packaging process is done in the production 
process. 
When a fraction occurred, we don't performe Lot mixturing to 
reach the maximum packaging quantity.
These will be ship in the state of a fractional bag without mixing 
l t

Insert the product after inspection into the outer box of the 
cardboard.

Insert the product after inspection into the exterior box of the 
cardboard.

【PTC/NTC Thermistor lead-wire type/Comparison of change】

Inner 
Package

Outer 
Package

LOT A
100pcs

LOT B
200pcs

LOT C
200pcs

LOT A
100pcs

LOT B
200pcs

LOT C
200pcs

Stock

Shipment

LOT A
100pcs

LOT B
200pcs

LOT C
200pcs

LOT A
500pcs

Stock

Shipment

Put as a fraction of bags (max 3 bags)

500 500 500

500 500 500 500

500 500 500 500

500 500 500 500

500

Put the bag with the lot mixed.

500 500 500 500


