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Product change notification (PCN)

Title / short description M12 with spring-cage connection (Push-Lock) changing from
SPEEDCON to M12 standard thread

Affected article category Connectors

Change category Form and appearance

Change number CBF220071-0

Reason for PCN/PDN Revision

Purpose/objective of the change
M12 with spring-cage connection (Push-Lock) changing from SPEEDCON to M12 standard thread

Detailed description of the change

The M12 connectors with spring-cage connection (Push-Lock) are changing from SPEEDCON to M12
standard. This change affects the entire SACC Push-Lock portfolio.

This change is a strategic decision and will be implemented successively for all SACCs with SPEEDCON.
In the future, the SPEEDCON connection will be replaced by the new standardized M12 push-pull
connection in accordance with IEC 61076-2-010.

From the user’s point of view, there are no technical disadvantages (connection, dimensions, etc.). The
approvals, such as UL, will also remain unchanged.

Identifying characteristics
See attachment

Start of Production (SOP) - Last Time Delivery (LTD) -
Effective date (EOP) 2023-01-01 End of Service (EOSR) -
End of Sales (EOS) -

Short-term change (< 6 months) or discontinuation (< 12 months), due to:
[0 Software / Firmware Bugfix [ Short-term delivery stop by [ Short-term recall by supplier

supplier

[0 Force majeure X Product improvement with
customer benefits

[ Others

Attachments

¢ CBF220017_SACC_M12_PL_SCO_auf M12.pptx
e Material_list.csv

* PCN-CBF220071-0 Anderung M12 mit Federkraftanschluss (Push-Lock) von Speedcon auf M12
Standardgewinde_DE

¢ PCN-CBF220071-0 M12 with spring-cage connection (Push-Lock) changing from SPEEDCON to M12
standard thread_EN
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Material list
Item Hardware / Firmware Substitute item

Item no. Type old new Item no. Type

1012968|SACC-M12FS-5PL M DN 00 01

1012969 |SACC-M12FR-5PL M DN 00 01

1424652 SACC-M12FS-5PL M 03 04

1424653 |SACC-M12FR-5PL M 03 04

1424655|SACC-M12FS-4PL M 03 04

1424656 SACC-M12FR-4PL M 03 04

1424660 SACC-M12FS-5PL SH 03 04

1424661 |SACC-M12FR-5PL SH 03 04

1424664 SACC-M12FSB-5PL SH 02 03

1424665 SACC-M12FRB-5PL SH 02 03

1424668|SACC-M12FS-4PL SH 03 04

1424669 |SACC-M12FR-4PL SH 03 04

1424672 |SACC-M12FS-5PL SH DN 02 03

1424673 |SACC-M12FR-5PL SH DN 02 03

1424676 |SACC-M12FSB-5PL SH IB 02 03

1424677|SACC-M12FRB-5PL SH IB 02 03

1424680 SACC-M12FSB-2PL SH PB 02 03

1424681 |SACC-M12FRB-2PL SH PB 02 03

1424683|SACC-M12FSD-4PL SH PN 03 04

1424685 SACC-M12FRD-4PL SH PN 03 04

1424696 |SACC-M12FSB-3PL SH PB 02 03

1424698|SACC-M12FRB-3PL SH PB 02 03

1424700[SACC-M12FS-4PL SH CCL 02 03

1438940 SACC-M12FRB-5PL M 00 01

1012966 [SACC-M12MS-5PL M DN 00 01

1012967 SACC-M12MR-5PL M DN 00 01

1424649 SACC-M12MS-5PL M 03 04

1424651 |SACC-M12MR-5PL M 03 04

1424654 |SACC-M12MR-4PL M 03 04

1424657 SACC-M12MS-4PL M 03 04

1424658 SACC-M12MS-5PL SH 03 04

1424659 SACC-M12MR-5PL SH 03 04

1424662 |SACC-M12MSB-5PL SH 02 03

1424663 |SACC-M12MRB-5PL SH 02 03

1424666 SACC-M12MS-4PL SH 03 04 Sil

1424667 SACC-M12MR-4PL SH 03 04 §

1424670|SACC-M12MS-5PL SH DN 02 03 §

1424671|SACC-M12MR-5PL SH DN 02 03 5
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Iltem Hardware / Firmware Substitute item
Item no. Type old new Item no. Type
1424674|SACC-M12MSB-5PL SH IB 02 03
1424675|SACC-M12MRB-5PL SH IB 02 03
1424678 SACC-M12MSB-2PL SH PB 02 03
1424679 SACC-M12MRB-2PL SH PB 02 03
1424682 |SACC-M12MSD-4PL SH PN 03 04
1424684 SACC-M12MRD-4PL SH PN 03 04
1424695 |SACC-M12MSB-3PL SH PB 02 03
1424697 |SACC-M12MRB-3PL SH PB 02 03
1201681 |SACC-MSB-5PL M SCO 00 01
1424699 SACC-M12MS-4PL SH CCL 02 03
1072303|SACC-M12FS-4PL M TK 01 02
1074262|SACC-M12FS-5PL M TK 01 02
1111605[SACC-M12FR-4PL M TK 00 01
1111605|SACC-M12FR-4PL M TK 01 02
1134830|SACC-M12FR-4PL M CX 00 01
1155492 SACC-M12FR-5PL M TK 01 02
1301505SACC-M12FRB-5PL SH SK 00 01
1312394|SACC-M12FRB-2PL SH PB RX-L 00 01
1312649|SACC-M12FR-5PL SH DN RX-L 00 01
1394085|SACC-M12FS-5PL M DS 00 01
1072164SACC-M12MS-4PL M TK 01 02
1074264|SACC-M12MS-5PL M TK 01 02
1134860 [SACC-M12MR-4PL M CX 00 01
1134856 SACC-M12MS-5PL M CX 00 01
1134860|SACC-M12MR-4PL M CX 00 01
1134865[SACC-M12MR-5PL M CX 00 01
1155646 SACC-M12MR-4PL M TK 01 02
1187260[SACC-M12MR-5PL M TK 01 02
1301275|SACC-M12MS-5PL M SK 00 01
1301498 SACC-M12MRB-5PL SH SK 00 01
1312383|SACC-M12MRB-2PL SH PB RX-L 00 01
1312613|SACC-M12MR-5PL SH DN RX-L 00 01
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